
 

  
 

DP-2 Platform Supply/Dive Support Vessel - Thebaud Sea 
 

  
PARTICULARS (General)   
Class DNV Maltese Cross 1A1 Supply Vessel SF EO DYNPOS-AUTR DK (+) 
Length Overall 81.38 m 
Breadth (max) 16.46 m  
Depth Moulded  7.01 m  
Draft Summer Load 5.81 m  
Deadweight 3406 tonnes  
Accommodation 48  
  
PROPULSION/POWER GENERATION    
Generators 6 diesel generators producing 1825 kW each (10,950 kW total) - 1 

producing 590 kW  
Main Propulsion  2 x 2500 BHP Electric azimuthing thrusters with controllable pitch 

propellers 
Bowthruster 2 x 1000 HP Tunnel 



  
DECK MACHINERY   
2 x 10 t Capstan  
2 x 10 t Tugger Winches  
1 Aurora 60TSC220400 100 t Crane  
1 Aurora 50TSC12000 10 t Crane  
  
CAPACITIES   
Max Deck Cargo 1350 t  
Fuel 1017 m3  
Drill Water  461 m3  
Ballast Water  714 m3  
Potable Water  287 m3  
Dry Bulk 283 m3  
Liquid Mud  994 m3 - 8 dedicated and 2 dual purpose tanks ea. approx. 100 m3 
Glycol 234 m3  
Brine 203 m3 - 2 dual purpose tanks ea. approx. 100 m3 
  
NAVIGATION AND COMMUNICATION  
Magnetic Compass   
2 Gyro Compass  
Two (2) Radar Displays  
One (1) GMDSS System A3  
Two (2) DGPS  
One (1) GPS  
Doppler Speed Log  
Echo Sounder  
  
SPECIAL FEATURES   
Moon Pool - Square: 3.65 m x 3.65 m  
Kongsberg Simrad SDP21 Dual Redundant Dynamic Positioning System 
HIPAP Hydroacoustic Positioning/Tracking System  
2 Differential GPS Reference Systems (Satellite and LF Corrections) 
1 MkXII Taut Wire Vertical Reference  
2 Vertical Reference Units MRU-5  
2 Anemometers   
Independent Joystick Control Unit  
1 Seahorse Sewage Treatment Plant 75 Persons  
1 Reverse Osmosis Unit 24m3/day  



  
LIFESAVING EQUIPMENT   
SOLAS requirements  
  
 
 

The specifications listed on this data sheet are subject to change without notice and cannot be used  
for contractual purposes. Up-to-date configurations and specifications will be supplied on request. 

 
 




